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Êëåììà ñòðîèòåëüíî-ìîíòàæíàÿ ñåðèè 772 è 773 òîâàðíîãî 
çíàêà IEK (äàëåå êëåììà) ïðåäíàçíà÷åíà äëÿ ñîåäèíåíèÿ 
îäíîæèëüíûõ, ìíîãîæèëüíûõ ìåäíûõ ïðîâîäíèêîâ, à òàêæå 

àëþìèíèåâûõ îäíîæèëüíûõ ïðîâîäíèêîâ áåç èñïîëüçîâàíèÿ èíñòðóìåíòà, 
â ýëåêòðè÷åñêèõ ñåòÿõ ïåðåìåííîãî è ïîñòîÿííîãî òîêà. 

Êëåììà èñïîëíåíèÿ 772-242, 772-243, 772-244, 772-245, 772-246, 
772-248, 773-302, 773-304, 773-306, 773-308 çàïîëíåíà êîíòàêòíîé ïàñòîé, 
ðàçðóøàþùåé îêèñíóþ ïëåíêó íà ïîâåðõíîñòè ïðîâîäíèêà è ïðåäîõðàíÿ-
þùåé åãî îò îêèñëåíèÿ, à òàêæå ñíèæàþùåé ïîòåðè ýëåêòðè÷åñêîé ýíåðãèè.

Êëåììà ïðåäíàçíà÷åíà äëÿ îäíîêðàòíîãî ïðèñîåäèíåíèÿ ïðîâîäíèêîâ.
Êëåììà ñîîòâåòñòâóåò òðåáîâàíèÿì òåõíè÷åñêîãî ðåãëàìåíòà 

ÒÐ ÒÑ 004/2011.
Òîêîâåäóùèå ÷àñòè êëåììû âûïîëíåíû èç ìåäè ñ ïîñëåäóþùèì 

ïîñåðåáðåíèåì.
Ïðóæèííûå ïðèæèìíûå ÷àñòè âûïîëíåíû èç õðîìîíèêåëåâîé ñòàëè.
Ìîíòàæ ñîåäèíåíèé ñ ïîìîùüþ êëåììû äîëæåí ïðîèçâîäèòü 

êâàëèôèöèðîâàííûé ïåðñîíàë â ñîîòâåòñòâèè ñ «Ïðàâèëàìè òåõíè÷åñêîé 
ýêñïëóàòàöèè ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé» è «Ìåæîòðàñëåâûìè 
ïðàâèëàìè ïî îõðàíå òðóäà (ïðàâèëà áåçîïàñíîñòè) ïðè ýêñïëóàòàöèè 
ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé», ïðîøåäøèé îáó÷åíèå ñ ïðèñâîåíèåì 
ãðóïïû ïî ýëåêòðîáåçîïàñíîñòè íå íèæå III äî 1000 Â.

ÇÀÏÐÅÙÀÅÒÑß
Ïðîèçâîäèòü ìîíòàæ (äåìîíòàæ) ñîåäèíåíèé ïðîâîäíèêîâ, 

íàõîäÿùèõñÿ ïîä íàïðÿæåíèåì.

Äëÿ èçìåðåíèÿ íàïðÿæåíèÿ (ïîòåíöèàëà) èñïîëüçîâàòü ñïåöèàëüíîå 
ãíåçäî, ïîçâîëÿþùåå ïîëó÷èòü äîñòóï ê òîêîâåäóùèì ÷àñòÿì êëåììû. 
Äëÿ èçìåðåíèÿ ñëåäóåò èñïîëüçîâàòü âîëüòìåòð ñ äèàìåòðîì ùóïà 
íå áîëåå 2 ìì è äëèíîé íå ìåíåå 13 ìì.

ÂÍÈÌÀÍÈÅ
Êëåììû ïðåäíàçíà÷åíû äëÿ îäíîêðàòíîãî ìîíòàæà. Ïîâòîðíîå 
èñïîëüçîâàíèå êëåììû íå ãàðàíòèðóåò íàäåæíîãî ñîåäèíåíèÿ.
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SMK 772 and 773 series splicing connectors for construction and 
installation work of the IEK trademark (hereinafter – the connector) 
is intended for a toolless connection of single core and multicore 

copper conductors and single core alluminum conductors in AC and DC electrical 
circuits. 

SMK 772-242, 772-243, 772-244, 772-245, 772-246, 772-248, 773-302, 
773-304, 773-306, 773-308 connectors are filled with a paste that collapses the 
oxide film on the conductor and protects it from oxidation and reduces the losses 
of electric power.

The connector is intended for a one-time conductor connection.
Current-carrying parts of the connector are made of copper followed by 

silvering.
Spring pressure parts are made of nickel-chromium steel.
The installation of connections made using the connector must be carried 

out by a qualified personnel with an electrical level at least III up to 1000 V in 
compliance with the "Safety Rules for Operation of Customers' Electrical 
Installations" and "Cross-industry regulations covering labour safety (safety 
rules) for operation of customers' electrical installations".

IT IS FORBIDDEN 
Install or deinstall the energized conductor connections.

Connection installation: remove insulation of the connectable conductors' 
ends on 11 mm length. The length of insulation stripping corresponds to the 
length of the pit on the case lid. Put the conductor with a removed insulation all 
the way in the connector hole.

Connection deinstallation: to remove the connector from the conductor, hold 
the conductor and turn the connector right and left.

For voltage (potential) measurement, use a special socket to access to the 
current-carrying parts of the connector. Use a voltmeter with a min. 2 mm probe 
diameter and min. 13 mm length.

ATTENTION
The connectors are intended for a one-time installation. Repeated use of 

the connector does not guarantee a durable connection.

EN



Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êëåììû òèïà / Value for the connector type

Òèïîèñïîëíåíèå êëåììû ÑÌÊ 773 / Connector 
SMK 773 type

322 324 326 328 302 304 306 308

Êîëè÷åñòâî ïîäêëþ÷àåìûõ ïðîâîäíèêîâ / 
Number of connected conductors

2 4 6 8 2 4 6 8

Íîìèíàëüíîå íàïðÿæåíèå 
Ue, Â, íå áîëåå / Rated 
voltage Ue, V, max

ïåðåìåííîãî òîêà / 
AC

400

ïîñòîÿííîãî òîêà / 
DC

220

Íîìèíàëüíûé ðàáî÷èé òîê Ie, À / Rated 
operating current Ie, A

24

Íîìèíàëüíàÿ ñîåäèíèòåëüíàÿ ñïîñîáíîñòü, 
2 2ìì  / Rated connection capacity, mm

2,5

Òèï è ñå÷åíèå ïðèñîåäèíÿåìûõ ïðîâîäíèêîâ, 
2ìì  / Connected conductors type and section, 
2mm

îäíîæèëüíûé ìåäíûé æåñòêèé / single core copper rigid – 
0,75…2,5

îäíîæèëüíûé àëþìèíèåâûé æåñòêèé / single core aluminium 
rigid – 0,75…2,5

ìíîãîæèëüíûé ìåäíûé æåñòêèé / multicore copper rigid – 1,5…2,5

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Öâåò êîðïóñà / Case color Ñåðûé / Gray

Ñðîê ñëóæáû, ëåò / Service life, years 10

Ãàðàíòèéíûé ñðîê (ñî äíÿ ïðîäàæè), ëåò / 
Warranty (from the date of sale), years

3

3

+20

90

80

+25

95

‒ 25

+60

‒ 25

+40

‒ 25

+40

Òåõíè÷åñêèå äàííûå / Technical data  
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Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êëåììû òèïà / Value for the connector type

Òèïîèñïîëíåíèå êëåììû ÑÌÊ 773 / Connector 
SMK 773 type

602 604 606

Êîëè÷åñòâî ïîäêëþ÷àåìûõ ïðîâîäíèêîâ / 
Number of connected conductors

2 4 6

Íîìèíàëüíîå íàïðÿæåíèå 
Ue, Â, íå áîëåå / Rated 
voltage Ue, V, max

ïåðåìåííîãî òîêà / 
AC

400

ïîñòîÿííîãî òîêà / 
DC

220

Íîìèíàëüíûé ðàáî÷èé òîê Ie, À / Rated 
operating current Ie, A

32

Íîìèíàëüíàÿ ñîåäèíèòåëüíàÿ ñïîñîáíîñòü, 
2 2ìì  / Rated connection capacity, mm

4

Òèï è ñå÷åíèå ïðèñîåäèíÿåìûõ ïðîâîäíèêîâ, 
2 2ìì  / Connected conductors type and section, mm

îäíîæèëüíûé ìåäíûé æåñòêèé / single core copper rigid – 1,5…4

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Öâåò êîðïóñà / Case color ïðîçðà÷íûé  êîðè÷íåâûé / transparent brown

Ñðîê ñëóæáû, ëåò / Service life, years 10

Ãàðàíòèéíûé ñðîê (ñî äíÿ ïðîäàæè), ëåò / 
Warranty (from the date of sale), years

3

4

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical data (continuation)  

+20

90

80

+25

95

‒ 25

+60

‒ 25

+40

‒ 25

+40
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Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êëåììû òèïà / Value for the connector type

Òèïîèñïîëíåíèå êëåììû ÑÌÊ 772 / Connector 
SMK 772 type

202
242

203
243

204
244

205
245

206
246

208
248

Êîëè÷åñòâî ïîäêëþ÷àåìûõ ïðîâîäíèêîâ / 
Number of connected conductors

2 3 4 5 6 8

Íîìèíàëüíîå íàïðÿæåíèå 
Ue, Â, íå áîëåå / Rated 
voltage Ue, V, max

ïåðåìåííîãî òîêà / 
AC

450

ïîñòîÿííîãî òîêà / 
DC

220

Íîìèíàëüíîå íàïðÿæåíèå ïåðåìåííîãî òîêà ïî 
èçîëÿöèè Ui, Â, íå áîëåå / Rated AC insulation 
voltage Ui, V, not more than

660

Íîìèíàëüíûé ðàáî÷èé òîê Ie, À / Rated 
operating current Ie, A

24

Íîìèíàëüíàÿ ñîåäèíèòåëüíàÿ ñïîñîáíîñòü, 
2 2ìì  / Rated connection capacity, mm

2,5

Òèï è ñå÷åíèå ïðèñîåäèíÿåìûõ ïðîâîäíèêîâ, 
2 2ìì  / Connected conductors type and section, mm

îäíîæèëüíûé ìåäíûé æåñòêèé / single core copper rigid – 0,5…2,5
îäíîæèëüíûé àëþìèíèåâûé æåñòêèé / single core aluminium 
rigid – 0,5…2,5

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Öâåò êîðïóñà / Case color ïðîçðà÷íûé áåñöâåòíûé / transparent colorless

Ñðîê ñëóæáû, ëåò / Service life, years 10

Ãàðàíòèéíûé ñðîê (ñî äíÿ ïðîäàæè), ëåò / 
Warranty (from the date of sale), years

3

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical data (continuation)  

+20

90

80

+25

95

‒ 25

+60

‒ 25

+40

‒ 25

+40
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Êîìïëåêòíîñòü / Completeness of set 

Íàèìåíîâàíèå / Name Êîëè÷åñòâî â èíäèâèäóàëüíîé 
óïàêîâêå, øò. / Quantity in the 
individual packaging, pcs.

Êîëè÷åñòâî â ãðóïïîâîé 
óïàêîâêå, øò. (ýêç.) / Number 
in a group package, pcs. (copies)

ÑÌÊ 773-322 / SMK 773-322 – 100

ÑÌÊ 773-322 (4 øò/óïàê) / SMK 773-322 
(4pcs/pack)

4 180

ÑÌÊ 773-324 / SMK 773-324 – 100

ÑÌÊ 773-324 (4 øò/óïàê) / SMK 773-324 
(4pcs/pack)

4 130

ÑÌÊ 773-326 / SMK 773-326 – 50

ÑÌÊ 773-326 (4 øò/óïàê) / SMK 773-326 
(4pcs/pack)

4 80

ÑÌÊ 773-328 / SMK 773-328 – 50

ÑÌÊ 773-328 (4 øò/óïàê) / SMK 773-328 
(4pcs/pack)

4 60

ÑÌÊ 773-302 ñ ïàñòîé / SMK 773-302 with paste – 100

ÑÌÊ 773-302 ñ ïàñòîé (4 øò/óïàê) / SMK 773-
302 with paste (4pcs/pack)

4 180

ÑÌÊ 773-304 ñ ïàñòîé / SMK 773-304 with paste – 100

ÑÌÊ 773-304 ñ ïàñòîé (4 øò/óïàê) / SMK 773-
304 with paste (4pcs/pack)

4 130

ÑÌÊ 773-306 ñ ïàñòîé / SMK 773-306 with paste – 50

ÑÌÊ 773-306 ñ ïàñòîé (4 øò/óïàê) / SMK 773-
306 with paste (4pcs/pack)

4 80

ÑÌÊ 773-308 ñ ïàñòîé / SMK 773-308 with paste – 50

ÑÌÊ 773-308 ñ ïàñòîé (4 øò/óïàê) / SMK 773-
308 with paste (4pcs/pack)

4 60

ÑÌÊ 773-602 (4øò/óïàê) / SMK 773-602 
(4pcs/pack)

4 180

ÑÌÊ 773-602 / SMK 773-602 – 50

ÑÌÊ 773-604 (4øò/óïàê) / SMK 773-604 
(4pcs/pack)

4 130

ÑÌÊ 773-604 / SMK 773-604 – 50

ÑÌÊ 773-606 (4øò/óïàê) / SMK 773-606 
(4pcs/pack)

4 80

ÑÌÊ 773-606 / SMK 773-606 – 50

ÑÌÊ 772-202 / SMK 772-202 – 100

ÑÌÊ 772-203 / SMK 772-203 – 100

ÑÌÊ 772-204 / SMK 772-204 – 100

ÑÌÊ 772-205 / SMK 772-205 – 100
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Íàèìåíîâàíèå / Name Êîëè÷åñòâî â èíäèâèäóàëüíîé 
óïàêîâêå, øò. / Quantity in the 
individual packaging, pcs.

Êîëè÷åñòâî â ãðóïïîâîé 
óïàêîâêå, øò. (ýêç.) / Number 
in a group package, pcs. (copies)

ÑÌÊ 772-206 / SMK 772-206 – 100

ÑÌÊ 772-208 / SMK 772-208 – 100

ÑÌÊ 772-202 êîìïàêòíàÿ (4øò/óïàê) / SMK 772-
202 compact (4pcs/pack)

4 180

ÑÌÊ 772-203 êîìïàêòíàÿ (4øò/óïàê) / SMK 772-
203 compact (4pcs/pack)

4 180

ÑÌÊ 772-204 êîìïàêòíàÿ (4øò/óïàê) / SMK 772-
204 compact (4pcs/pack)

4 130

ÑÌÊ 772-205 êîìïàêòíàÿ (4øò/óïàê) / SMK 772-
205 compact (4pcs/pack)

4 130

ÑÌÊ 772-206 (4øò/óïàê) / SMK 772-206 
(4pcs/pack)

4 120

ÑÌÊ 772-208 (4øò/óïàê) / SMK 772-208 
(4pcs/pack)

4 80

ÑÌÊ 772-242 ñ ïàñòîé (4øò/óïàê) / SMK 772-242 
with paste (4pcs/pack)

4 180

ÑÌÊ 772-243 ñ ïàñòîé (4øò/óïàê) / SMK 772-243 
with paste (4pcs/pack)

4 180

ÑÌÊ 772-244 ñ ïàñòîé (4øò/óïàê) / SMK 772-244 
with paste (4pcs/pack)

4 130

ÑÌÊ 772-245 ñ ïàñòîé (4øò/óïàê) / SMK 772-245 
with paste (4pcs/pack)

4 130

ÑÌÊ 772-246 ñ ïàñòîé (4øò/óïàê) / SMK 772-246 
with paste (4pcs/pack)

4 120

ÑÌÊ 772-248 ñ ïàñòîé (4øò/óïàê) / SMK 772-248 
with paste (4pcs/pack)

4 80

ÑÌÊ 772-242 ñ ïàñòîé / SMK 772-242 with paste – 100

ÑÌÊ 772-243 ñ ïàñòîé / SMK 772-243 with paste – 100

ÑÌÊ 772-244 ñ ïàñòîé / SMK 772-244 with paste – 100

ÑÌÊ 772-245 ñ ïàñòîé / SMK 772-245 with paste – 100

ÑÌÊ 772-246 ñ ïàñòîé / SMK 772-246 with paste – 100

ÑÌÊ 772-248 / SMK 772-248 – 100

Ïàñïîðò / Passport – 1

Êîìïëåêòíîñòü (ïðîäîëæåíèå) / Completeness of set (continuation)
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Ãàáàðèòíûå ðàçìåðû ÑÌÊ 773 / Overall dimensions 
of SMK 773

Ãàáàðèòíûå ðàçìåðû ÑÌÊ 772-202, ÑÌÊ 772-242, 
ÑÌÊ 772-203, ÑÌÊ 772-243, 772-204, ÑÌÊ 772-244,
ÑÌÊ 772-205, ÑÌÊ 772-245 / Overall dimensions of 
SMK 772-202, SMK 772-242, SMK 772-203, SMK 772-243, 
772-204, SMK 772-244, SMK 772-205, SMK 772-245

Òèïîèñïîëíåíèå / 
Type

L, ìì/mm

ÑÌÊ 773-302 / 
SMK 773-302

9,2

ÑÌÊ 773-322 / 
SMK 773-322
ÑÌÊ 773-602 / 
SMK 773-602
ÑÌÊ 773-304 / 
SMK 773-304

13,3

ÑÌÊ 773-324 / 
SMK 773-324
ÑÌÊ 773-604 / 
SMK 773-604
ÑÌÊ 773-306 / 
SMK 773-306

18,7

ÑÌÊ 773-326 / 
SMK 773-326
ÑÌÊ 773-606 / 
SMK 773-606
ÑÌÊ 773-308 / 
SMK 773-308

24,2

ÑÌÊ 773-328 / 
SMK 773-328

Òèïîèñïîëíåíèå / 
Type

L, ìì/mm

ÑÌÊ 772-202, 
ÑÌÊ 772-242 
ÑÌÊ 772-205, 
ÑÌÊ 772-245 / 
SMK 772-202, 
SMK 772-242 
SMK 772-205, 
SMK 772-245

10,6

ÑÌÊ 772-203, 
ÑÌÊ 772-243 
ÑÌÊ 772-206, 
ÑÌÊ 772-246 / 
SMK 772-203, 
SMK 772-243 
SMK 772-206, 
SMK 772-246

14,5

ÑÌÊ 772-204, 
ÑÌÊ 772-244 
ÑÌÊ 772-208, 
ÑÌÊ 772-248 / 
SMK 772-204, 
SMK 772-244 
SMK 772-208, 
SMK 772-248

18,9

1
,

6
5

6
5 ,

L

5,5

1
9
,5

1
3
,4
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Ãàáàðèòíûå ðàçìåðû ÑÌÊ 772-206, ÑÌÊ 772-246, 
ÑÌÊ 772-208, ÑÌÊ 772-248 / Overall dimensions of 
SMK 772-206, SMK 772-246, SMK 772-208, SMK 772-248

1
,

6
5

L

1
,

0
8

Òèïîèñïîëíåíèå / 
Type

L, ìì/mm

ÑÌÊ 772-202, 
ÑÌÊ 772-242 
ÑÌÊ 772-205, 
ÑÌÊ 772-245 / 
SMK 772-202, 
SMK 772-242 
SMK 772-205, 
SMK 772-245

10,6

ÑÌÊ 772-203, 
ÑÌÊ 772-243 
ÑÌÊ 772-206, 
ÑÌÊ 772-246 / 
SMK 772-203, 
SMK 772-243 
SMK 772-206, 
SMK 772-246

14,5

ÑÌÊ 772-204, 
ÑÌÊ 772-244 
ÑÌÊ 772-208, 
ÑÌÊ 772-248 / 
SMK 772-204, 
SMK 772-244 
SMK 772-208, 
SMK 772-248

18,9
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Ðîññèéñêàÿ Ôåäåðàöèÿ
ÎÎÎ «ÈÝÊ ÕÎËÄÈÍÃ»
142100, Ìîñêîâñêàÿ îáëàñòü, 
ã. Ïîäîëüñê, ïðîñïåêò Ëåíèíà, 
äîì 107/49, îôèñ 457
Òåë./ôàêñ: +7 (495) 542-22-27
info@iek.ru, www.iek.ru

Russian Federation
LLC "IEK HOLDING" 
107/49 Prospect Lenina, office 457, 
Podolsk, Moscow region, 142100 
Tel./fax: +7 (495) 542-22-27
info@iek.ru, www.iek.ru

Republic of Moldova
"IEK TRADE" LLC
21 Maria Dragan str., Chisinau, MD-2044
Òel.: +373 (22) 479-065, 479-066
Fax: +373 (22) 479-067
info@iek.md; infomd@md.iek.ru 
www.iek.md

Mongolia
"IEK Mongolia" LLC
Mongolia, Ulan-Bator, 20th lot of, 
Bayangol District, Western Industrial Area-
16100, Moscow street-9 
Tel.: +976 7015-28-28, 
Fax: +976 7016-28-28
info@iek.mn, www.iek.mn

Asian countries
Republic of Kazakhstan
LLP "TH IEK KAZ" 
71A mkr. Akzhol, s. Irgeli, Karasaiskiy 
district, Almaty region, 040916 
Tel.: +7 (727) 237-92-49, 237-92-50
infokz@iek.ru, www.iek.kz

Республика Беларусь
Представительство ООО "ИЭК 
ХОЛДИНГ" в Республике Беларусь
220025, ã. Ìèíñê, óë. Øàôàðíÿíñêàÿ, 
ä. 11, ïîì. 36
Òåë.: +375-17-363-44-12(11)
iek.by@iek.ru, www.iek.ru

Republic of Uzbekistan
FE "AziaElektroKomplekt" LLC
Registered address: house 5, passage 2, 
Mukhtara Ashrafi street, Yashnabad district, 
Tashkent, 100074
Address for filing consumers' claims: 
house 4, passage 2, Mukhtara Ashrafi 
street, Yashnabad district, Tashkent, 
100074
Tel: +99878 122 84 31, +99878 122 84 32
info@iek.uz, www.iek.uz 

Caucasus Countries
Georgia
"IveriaElektroKomplekt" LLC
Registered address: Shuamta str., N20, 
Samgonis District, Tbilisi, 0182 
Address for filing consumers' claims: 
office 323B, Dadiani str., N7, Tbilisi, 0101  
Tel: +995 032 2831014
www.iek.com.ge

Â ïåðèîä ãàðàíòèéíûõ îáÿçàòåëüñòâ è ïðè âîçíèêíîâåíèè ïðåòåíçèé 
îáðàùàòüñÿ ê ïðîäàâöó èëè â îðãàíèçàöèè / During the warranty period and in 
the event of a claim, contact the seller or the organizations:



11



12

Ñâèäåòåëüñòâî î ïðèåìêå / Acceptance certificate
Ñòðîèòåëüíî-ìîíòàæíàÿ êëåììà ñåðèè 772 / 773 èçãîòîâëåíà 

â ñîîòâåòñòâèè ñ äåéñòâóþùåé òåõíè÷åñêîé äîêóìåíòàöèåé è ïðèçíàíà 
ãîäíîé äëÿ ýêñïëóàòàöèè. / SMK 772 / 773 series splicing connector for 
construction and installation work is made in accordance with the current 
technical documentation and is recognized as fit for use.

Èíôîðìàöèÿ îá îáÿçàòåëüíîì ïîäòâåðæäåíèè ñîîòâåòñòâèÿ 
ïðîäóêöèè, â òîì ÷èñëå ñâåäåíèÿ î íîìåðå äîêóìåíòà, ïîäòâåðæäàþùåãî 
òàêîå ñîîòâåòñòâèå, î ñðîêå åãî äåéñòâèÿ è îá îðãàíèçàöèè, åãî âûäàâøåé, 
ðàçìåùåíà íà www.fsa.gov.ru, www.iek.ru.

Íîìåð ïàðòèè, ìåñÿö è ãîä èçãîòîâëåíèÿ èçäåëèÿ óêàçàíû íà óïàêîâêå. / 
The batch number, month and year of manufacture of the product are indicated 
on the packaging.

Øòàìï ÎÒÊ / QC stamp ___________________________________________________

Äàòà ïðîäàæè / Date of sale _______________________________________________

Øòàìï ìàãàçèíà / Store stamp____________________________________________  

Ïðîèçâåäåíî: ÍÈÍÃÁÎ ÔÅÍÃÒÀÉ ÏËÀÑÒÈÊ ÝËÅÊÒÐÈÊ ÊÎ., ËÒÄ
ÖÇÈÍÜÒÝÍ ÐÎÀÄ 8, ÓÑßÍ ÈÍÄÀÑÒÐÈÀË ÇÎÓÍ, ÍÈÍÃÁÎ, 
×ÆÅÖÇßÍ, ÊÈÒÀÉ
Èìïîðòåð: ÎÎÎ «ÝÍÅÐÄÆÈ ËÎÄÆÈÑÒÈÊÑ»
142100, Ìîñêîâñêàÿ îáëàñòü, ãîðîä Ïîäîëüñê, 
óëèöà Êîìñîìîëüñêàÿ, äîì 1, ñòðîåíèå 2, ïîìåùåíèå 1, 
íîìåð íà ïëàíå 10

Made by: NINGBO FENGTAI PLASTIC ELECTRIC CO., LTD
NO.8, JINTENG RD., WUXIANG INDUSTRIAL ZONE, NINGBO, 
ZHEJIANG, CHINA

Èçäàíèå / Version 4

Fe
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